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LEDme® WASH LIGHT
120V Track Luminaire

PRODUCT DESCRIPTION

The LEDme® Wash Light delivers a symmetrical wide-angle beam spread 
that is perfect for illuminating walls or signage. This sophisticated luminaire 
is an energy effi  cient track solution compatible with most existing track 
installations. Its optimized thermal management system ensures a long life
and hassle free maintenance.

FEATURES

• Available in 2 lengths
• 114° symmetrical wide-angle beam spread
• 0° to 26° aiming from vertical in either direction
• Low profi le with a height of only 1d"
• Integral electronic transformer
• Replaceable LED module
• Adapter with locking knob holds fi xture securely to track
• 70,000 hour rated life
• 5 year WAC Lighting product warranty

SPECIFICATIONS

Construction: Extruded aluminum body with polycarbonate diff user lens
and die-cast aluminum adapters.

Finish: Abrasion resistant Black (BK) and White (WT) powder coat fi nish.

Driver Input voltage: 120VAC 60Hz

Light Source: High output LEDs in 3000K and 4000K color temperatures.

Dimming: Dims to 10% with electronic low voltage (ELV) dimmer.

Standards: ETL & cETL Listed for use in dry locations.

– –

Example:  L-LED110W-WW-BK

22"

1a" 48" 48"
Length varies depending on model. 

See ordering info for lengths.

ORDER NUMBER

System Model # Color Temp Finish
L
H
J

L Track
H Track
J Track

LED110W
LED210W

20w"
32s"

WW
CW

3000K
4000K

BK
WT

Black
White

FIXTURE PERFORMANCE

Model # Color Temp Power Lumens Effi  cacy CBCP CRI
LED110W-WW 3000K 14W 815 58 Lm/W 155 85
LED110W-CW 4000K 14W 935 67 Lm/W 160 85

LED210W-WW 3000K 27W 1665 62 Lm/W 300 85
LED210W-CW 4000K 27W 1990 74 Lm/W 325 85

FINISHES

BK WT

REPLACEMENT MODULES

LED110W-WW LED210W-WW

3000K RM36X02-30RE1-24-1
RM36X02-30RE1-24-1
RM36X02-30RE1-24-2

LED110W-CW LED210W-CW

4000K RM36X02-40RE1-24-1
RM36X02-40RE1-24-1
RM36X02-40RE1-24-2

For LED210 models order both model #'s listed.

AVERAGE FOOTCANDLE PERFORMANCE

 

LED110W LED210W
A A

1' 2' 3' 1' 2' 3'
B 2' 49 31 19 110 69 42

4' 15 12 10 32 28 22
6' 7 6 5 15 14 12

A: mounting feet from wall

B: aiming feet from ceiling

A

B
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LEDme® WASH LIGHT
Photometrics

LED110W - 3000K

LED210W - 4000KLED210W - 3000K

LED110W - 4000K
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: J-LED110W-WW-BK TYPE: TRACK LIGHT SPECIFICATION: 

DIMENSION: WEIGHT: SERIAL No.: 

MANUFACTURER: WAC LIGHTING ILLUMINANT SURFACE: PROTECTION ANGLE: 

Electrical: Voltage:120.0V  Current:0.091A  Power:10.25W  Factor:0.940
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLAN ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)









LED 5050

10

/

1000.0

1

/

155.9

48.35

483.5

DIRECT

2.91

45.45

1.32

1.17

1.52

23.40

1.38

22.05

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO1900 SYSTEM
Temperature:25DEG Humidity:70%

Test Distance:6.000mOperators:Matthew
Test Date:2011-12-21
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: J-LED110W-CW-BK TYPE: TRACK LIGHT SPECIFICATION: 

DIMENSION: WEIGHT: SERIAL No.: 

MANUFACTURER: WAC LIGHTING ILLUMINANT SURFACE: PROTECTION ANGLE: 

Electrical: Voltage:120.0V  Current:0.088A  Power:9.976W  Factor:0.940
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLAN ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)









LED 5050

9.8

/

1000.0

1

/

161.2

49.91

499.1

DIRECT

3.03

46.89

1.33

1.17

1.53

24.11

1.50

22.78

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO1900 SYSTEM
Temperature:25DEG Humidity:70%

Test Distance:6.000mOperators:Matthew
Test Date:2011-12-21
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: J-LED210W-CW-BK TYPE: track light SPECIFICATION: 

DIMENSION: WEIGHT: SERIAL No.: 

MANUFACTURER: WAC LIGHTING ILLUMINANT SURFACE: PROTECTION ANGLE: 

Electrical: Voltage:120.0V  Current:0.171A  Power:19.27W  Factor:0.942
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLAN ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)









CREE LED XPEWHT-L1-0000-00BE4

20

/

1000.0

1

/

323.0

101.05

1010.5

DIRECT

6.39

94.67

1.27

1.19

3.29

48.18

3.10

46.49

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO1900 SYSTEM
Temperature:25DEG Humidity:68%

Test Distance:6.000mOperators:Matthew
Test Date:2011-12-21
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: J-LED210W-WW-BK TYPE: TRACK LIGHT SPECIFICATION: 

DIMENSION: WEIGHT: SERIAL No.: 

MANUFACTURER: WAC LIGHTING ILLUMINANT SURFACE: PROTECTION ANGLE: 

Electrical: Voltage:120.0V  Current:0.175A  Power:19.74W  Factor:0.942
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLAN ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)









LED 5050

20

/

1000.0

1

/

299.5

91.29

912.9

DIRECT

5.45

85.84

1.25

1.17

2.71

43.11

2.74

42.73

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO1900 SYSTEM
Temperature:24DEG Humidity:70%

Test Distance:6.000mOperators:Matthew
Test Date:2011-12-21


