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PRODUCT DESCRIPTION

Museum-quality LED luminaire with high performance refl ector optics.

FEATURES 

• Accommodates 1 fi lter lens or 1 accessory
• 365° horizontal rotation and 180° vertical aiming
• Integral selector to choose between independently controllable track circuits

• 50,000 hour rated life

• 5 year WAC Lighting product warranty

SPECIFICATIONS

Construction: Die-cast aluminum with cap ring. Clear glass lens included.

Finish: Available in black (BK), white (WT), or  platinum (PT) powder coat 
fi nishes.

Aiming: 365° horizontal rotation and 180° vertical aiming. 
Spring lock to secure the aiming adjustment on horizontal.

Lamp: Available in Bridgelux LED.
Higher CRI Xicato options available (consult factory).

Dimming: Dim to 10% with electronic low voltage (ELV) dimmer (120V only)

Standards: ETL & cETL listed

– LED532 – –

Example: WTK-LED532N-40-WT

FIXTURE PERFORMANCE

Model # Beam Color Temp Watts Lumens CBCP CRI Model # Beam Color Temp Watts Lumens CBCP CRI

WTK-LED532S-927 19°
2700K 28W

1355 7380
90

WTK-LED532S-930 19°
3000K 28W

1440 7835
90WTK-LED532N-927 24° 1340 5300 WTK-LED532N-930 24° 1395 5620

WTK-LED532F-927 36° 1265 2770 WTK-LED532F-930 36° 1360 2935

WTK-LED532S-27 19°
2700K 28W

1380 8170
85

WTK-LED532S-30 19°
3000K 28W

1645 9365
85WTK-LED532N-27 24° 1335 5355 WTK-LED532N-30 24° 1505 6080

WTK-LED532F-27 36° 1335 3065 WTK-LED532F-30 36° 1510 3575

WTK-LED532S-35 19°
3500K 28W

1755 9770
85

WTK-LED532S-40 19°
4000K 28W

1670 9190
85WTK-LED532N-35 24° 1655 6410 WTK-LED532N-40 24° 1525 6210

WTK-LED532F-35 36° 1670 3850 WTK-LED532F-40 36° 1530 3680

PALOMA - model: LED532
W Track System Luminaires

ORDER NUMBER

TrackType System Model# Beam Color Temp Finish

W Track WTK
WHK

120V
277V LED532

S
N
F

19° 
24°
36° 

927
27
930
30
35
40

2700K (90 CRI)
2700K
3000K (90 CRI)
3000K
3500K
4000K

BK
PT
WT

Black
Platinum
White

LENSES AND ACCESSORIES

Description Model Finish Description Model

Color Lens LENS-30

AMB
BLU
GRN
RED
YEL

Amber
Blue
green
Red
Yellow

Frosted Lens
Spread Lens
Beam Elongating 
Honeycomb Louver

LENS-30-FR
LENS-30-SPR
LENS-30-BEL 
LENS-30-HCL

1a"

Ø5"

74"

6d"

12a"

FINISHES
BK PT WT
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19° Beam Angle - 3000K

PALOMA - model: LED532S 
Photometrics

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: WTK-LED532S-30B A082213

DIM.:

MFR.: WAC Lighting

TYPE:LED Track Lighting

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:120.1V I:0.2262A P:26.93W PF:0.9916  Lamp Flux:1647.87x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 61.18 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





BXRC-40E2000-C-03 4000K

26

120

1647.87

1

120.1

9367

100.0

1647.9

DIRECT

0.0

100.0

0.23

0.28

0.0,49.1

0.0,50.9

0.00

1.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2013-08-22 Remarks: Driver:WAC LD-700MA36-LC
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24° Beam Angle - 3000K

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: WTK-LED532N-30 A082213

DIM.:

MFR.: WAC Lighting

TYPE:LED Track Lighting

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:120.0V I:0.2261A P:26.92W PF:0.9916  Lamp Flux:1506.26x1 lm
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UNIT:cd
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AVERAGE BEAM ANGLE(50%):24.8 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 55.95 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux Vero13 3000K

26

120

1506.26

1

120.1

6078

100.0

1506.3

DIRECT

0.0

100.0

0.37

0.37

0.0,44.9

0.0,55.0

0.00

1.00

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2013-08-22 Remarks: Driver:WAC LD-700MA36-LC
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36° Beam Angle - 3000K

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: WTK-LED532F-30 A082213

DIM.:

MFR.: WAC Lighting

TYPE:LED Track Lighting

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:120.0V I:0.2260A P:26.90W PF:0.9916  Lamp Flux:1512.55x1 lm
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UNIT:cd
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AVERAGE BEAM ANGLE(50%):34.5 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 56.23 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux Vero13 3000K

26

120

1512.55

1

120.0

3577

100.0

1512.6

DIRECT

0.0

100.0

0.53

0.53

0.0,45.2

0.0,54.8

0.50

0.65

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2013-08-22 Remarks: Driver:WAC LD-700MA36-LC
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