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PRODUCT DESCRIPTION

A simple modern design that features a solid crystal block illuminated from within the frame that creates magni� cent sparkles as the bubbles within catch 
the light. polished nickel � ttings and concealed hardware complete this curiosity inspiring sconce. ADA compliant design dims beautifully.

FEATURES SPECIFICATIONS

• Clear seedy glass
• ETL & cETL damp location listed 
• ADA compliant, low pro� le design
• 100%-10% electronic low voltage (ELV) dimming
• Up & down light
• For WS-12712: 2.76” x 1.26” x 1.18” universal voltage driver 

(120V - 220V - 277V) installs within a junction box
• No transformer or driver needed for WS-12713, WS12718 & WS-12724
• 277V available for WS-12713, WS12718 & WS-12724 (special order)
• CRI: 90
• Color Temp: 3000K
• Rated Life: 80,000 hours
• 5 year warranty

Construction: Steel with solid crystal & clear seedy glass

Light Source: LED

Dimming: 100%-10% Electronic Low Voltage (ELV)

Standards: ETL & cETL Damp location listed, ADA compliantV

MYTHICAL – model: WS-127
dweLED™ Wall Sconce

WS – – PN

Example: WS-12712-PN

Watt
LED

Lumens
Delivered
Lumens Finish

12"

24"12"

12" WS-12712 16W 772 559

PN Polished Nickel

13”

52” 2”

13”  WS-12713 5.5W 415 70

18”

52” 2”

18”  WS-12718 10.5W 830 140

24”

52” 2”

24”  WS-12724 10.5W 830 160


