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waclighting.com
Phone (800) 526.2588
Fax       (800) 526.2585

Headquarters/Eastern Distribution Center
44 Harbor Park Drive 
Port Washington, NY 11050

Central Distribution Center
1600 Distribution Ct
Lithia Springs, GA 30122

Western Distribution Center 
1750 Archibald Avenue 
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PRODUCT DESCRIPTION

Inspired by an African shield used for traditional cultural ceremonies.  Constructed of aluminum, mouth blown etched opal glass delivers brilliant LED illumination.  
Ideal for interior and exterior applications.  ADA and Title 24 compliant.  Dims with an electronic low voltage dimmer.

FEATURES SPECIFICATIONS

• Aluminum construction
• Mouth blown etched opal glass
• CEC Title 24 compliant
• ETL & cETL wet location listed, IP65
• ADA compliant, low pro� le design
• 90%-10% electronic low voltage (ELV) dimming
• No transformer or driver required
• 277V available (special order)
• CRI: 90
• Color Temp: 3000K (2700K / 3500K special order available)
• Rated Life: 45,000
• 5 year warranty

Construction: Aluminum construction

Light Source: LED

Dimming: 90%-10% Electronic Low Voltage (ELV)

Standards:  ETL & cETL wet location listed, IP65 rated, ADA compliant, CEC Title 24
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Example: WS-W67612-BZ
For alternate color temperature, special order adding -27 or -35: WS-W67612-35-BZ
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