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florentine– model: WS52-G531
European Collection
Low Voltage Wall Sconce 

Product descriPtion

Mouth blown Italian piastra glass sculpted by hand to create a flowing and ruffled form, the Florentine pendant depicts  
a delicate flared floral profile with design diversity well suited for a broad range of interior applications. 

features

• Order number includes sconce bracket, shade and lamp

• Integral electronic transformer

• Advanced auto-reset, soft start and short circuit protection features

• Frosted bulb shield provides soft, even light distribution  

 and protects lamp from dust and fingerprints

• Center mounted, vertical lamp configuration allows  

 for even illumination of the whole shade

• 5 year WAC Lighting product warranty

sPecifications

construction: Frosted piastra glass shade, ceramic bi-pin socket w/frosted 
glass shield, machined aluminum sconce arm and steel back plate.

transformer: Electronic, 120VAC 50/60Hz input, 12V/50W max output.  
Soft start feature extends lamp life by delaying the abrupt inrush current.

light source: 12V/50W max, halogen JC-50 included.

dimming: May be dimmed with electronic low voltage (ELV) dimmer.

Mounting: Surfaced mounted to standard 4" junction box.  
Screw on bulb shield holds glass firmly in place.

sconce finish: Available in electroplated Brushed Nickel (BN)  
and Chrome (CH) finishes.

standards: UL & CUL Listed.
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florentine– model: WS55-G531
European Collection
Line Voltage Wall Sconce 

Product descriPtion

Mouth blown Italian piastra glass sculpted by hand to create a flowing and ruffled form, the Florentine pendant depicts  
a delicate flared floral profile with design diversity well suited for a broad range of interior applications. 

features

• Order number includes sconce bracket, shade and lamp

• No transformer needed

• Direct wire to 120V power source

• Center mounted, vertical lamp configuration allows  

 for even illumination of the whole shade

• 5 year WAC Lighting product warranty

sPecifications

construction: Frosted piastra glass shade, ceramic bi-pin socket,  
machined brass sconce arm and steel back plate.

Power: Direct wire – 120VAC 50/60Hz input, 12V/60W max output. 

light source: 120V/60W max, candelabra style  B-10 included.

dimming: May be dimmed with standard incandescent dimmer  
or electronic low voltage (ELV) dimmer as required.

Mounting: Surfaced mounted to standard 4" junction box.  
Screw on locking nut holds glass firmly in place.

sconce finish: Available in electroplated Brushed Nickel (BN)  
and Chrome (CH) finishes.

standards: UL & CUL Listed.
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florentine– model: WS56-G531
European Collection
Line Voltage Wall Sconce 

Product descriPtion

Mouth blown Italian piastra glass sculpted by hand to create a flowing and ruffled form, the Florentine pendant depicts  
a delicate flared floral profile with design diversity well suited for a broad range of interior applications. 

features

• Order number includes sconce bracket, shade and lamp

• No transformer needed

• Direct wire to 120V power source

• Center mounted, vertical lamp configuration allows  

 for even illumination of the whole shade

• 5 year WAC Lighting product warranty

sPecifications

construction: Frosted piastra glass shade, ceramic bi-pin socket,  
machined brass sconce arm and steel back plate.

Power: Direct wire – 120VAC 50/60Hz input, 12V/60W max output. 

light source: 120V/60W max, candelabra style  B-10 included.

dimming: May be dimmed with standard incandescent dimmer  
or electronic low voltage (ELV) dimmer as required.

Mounting: Surfaced mounted to standard 4" junction box.  
Screw on locking nut holds glass firmly in place.

sconce finish: Available in electroplated Brushed Nickel (BN)  
and Chrome (CH) finishes.

standards: UL & CUL Listed.
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Example:  Ws56-G531-fr/bn
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