
 

BEAUTY SPOTS™                                                                                                     MODEL DR-301 

 

 
 
 
 
 
 
 
 
 

 
 

Ordering Matrix 

Model Finish Crystal Shade  

   

DR-301 CH WT DR-352-XX DR-355 DR-356 DR-357 DR-361 DR-362 DR-363 

Ordering Example (model -  finish + crystal) :    DR-301-CH  +  DR-363-CL 

 
Description:   

 

 

Beauty Spots™ series are low voltage surface mount fixtures designed 

for use in drywall ceilings, grid ceilings, walls, or displays.  Clear and 

colored crystal shades fit over the lamp and are retained by a spring 

band.  

Materials:   Canopy faceplate is powder coat painted white or plated chrome. Wiring 

compartment is steel, painted black. 

Transformer:  Not supplied.  Use remote electronic or magnetic, 12 or 24 volt.  

Lamping: Xenon bi-pin 12/24 volt, 20 watt maximum (12v 20w clear lamp supplied 

with canopy/housing). 

Mounting: No screws, nails or hardware required.  Flat “wing” springs expand 

against the cut out hole to hold fixture against the surface.                       

2” cut out hole. 

Wiring:  Integral wiring compartment with standard size knock out hole on top.  

When using a class II power supply, side hole may be used for wire 

entry.   

Listing: UL & CUL Listed.  Patent Pending. 

 • Available in 7 clear crystal 

element styles.  Each 

crystal shade produces its 

own decorative light 

pattern. 

 

• DR-352 round is available 

in the following designer 

hues: 

AM – Amber 

BL – Blue 

CL – Clear 

GR – Green 

RD – Red 

 

• 5 year WAC Lighting 

product warranty. 

 

Crystal Shade Styles: 

DR-352-AM 

 

DR-352-BL 

 

DR-352-CL 

 

DR-352-GR 

 

DR-352-RD 

 

 

DR-355-CL DR-361-CL DR-357-FR DR-362-CL DR-356-CL 

 

 

 

DR-363-CL 

 

 

 

WAC Lighting reserves the right to modify the design of our products as part of the company’s continuous improvement program. 
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