
 
 

CAMEO COLLECTION                                                         QUICK CONNECT ™ pendant  G536BL 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Ordering Matrix 
          Model Glass Socket Set Finish 

 
 

QP 
MP- 536BL 

BN – Brushed Nickel 
CH – Chrome 
DB – Dark Bronze 

Example (Model-Glass/Socket Set Finish) :  QP536BL/BN  
 

Product Details  Specification Features 
Description:   
 

Hand carved layers of clear, blue, and opal white glass. 
 

Materials:   QP536-BL QUICK CONNECT™  pendant includes: 
(1) G536-BL        Smoke gray crackle glass 
(1) QP-501          Pendant socket set 
(1) JC-50             Halogen Bi-Pin lamp  
 
MP-534-SM/BN Mono-point Pendant includes： 
(1) G536-BL        Smoke gray crackle glass 
(1) 501                 Pendant socket set  
(1) MP-60E          Mono-point canopy 
(1) JC-50             Halogen bi-pin lamp  
 

Socket: Include 6’ of braided cable and hang-straight tube. 

Wattage: 
12v 50w max.  

Listing: UL & CUL Listed.    

 
 

 The QUICK CONNECT™ pendant 
requires a QUICK CONNECT™ 
adapter to use with WAC’s low 
voltage rail and track systems 
(DUORAIL™, SOLORAIL™ and 
Linear track), line voltage track 
systems, (FLEXRAIL1™, Flexrail2™ 
and 120v track ) and mono-point 
and multipoint canopies. 

 
 5 year product warranty. 

 

 

 

 

 

 

 
 
WAC Lighting reserves the right to modify the design of our products as part of the company’s continuous improvement program. 
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