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TK-48536 –
Example:  TK-48536-AB

MONTERREY – model: TK-48536 
LED Fixed Rail

ORDERING INFORMATION

Watt
LED
Lumens

Delivered
Lumens Finish

TK-48536 33W 1972 1905

AB
AN
BB
PN

Antique Bronze
Antique Nickel
Burnished Brass
Polished Nickel

36" 4w"

8"

PRODUCT DESCRIPTION

33W LED Track Pack. The kit includes 36" track, mounting components in 
designer finishes and 4 stunning LED track luminaires.

FEATURES

• Energy Star® rated 
• Iron track with individually adjustable aluminum track fixtures
• Wall or ceiling mount
• 350° horizontal and 90° vertical aiming
• ETL & cETL Damp Location Listed
• Driver located in J box with minimum inside dimension of 32" x 32" x 12"
• Universal Voltage Input (120V - 277V)
• Color Temp: 3000K
• 90 CRI
• 60,000 hour rated life
• 5 year WAC Lighting product warranty

SPECIFICATIONS

Construction: Iron track with aluminum track luminaires and canopy

Light Source: Bridgelux V6 LED

Dimming:  ELV (120V) or 0-10V

Mounting: Mounts directly to junction box, 120V - 277V

Standards: ETL & cETL, Damp Location Listed.


